
216

40 CFR Ch. I (7–1–00 Edition)§ 414.12

Plant BOD  Limit

Plant TSS Limit =

5 = ( )( )

( )( )

=

=

∑

∑

w BOD Limit

and

w TSS Limit

j j
j B

H

j j
j B

H

5

.

The ‘‘BOD5 Limitj’’ and ‘‘TSS Limitj’’
are the respective subcategorical BOD5

and TSS Maximum for Any One Day or
Maximum for Monthly Average limita-
tions.

[52 FR 42568, Nov. 5, 1987, as amended at 57
FR 41843, Sept. 11, 1992]

§ 414.12 Compliance date for
pretreatment standards for existing
sources (PSES).

All dischargers subject to PSES in
this part must comply with the stand-
ards by no later than three years after
date of promulgation in the FEDERAL

REGISTER.

Subpart B—Rayon Fibers

§ 414.20 Applicability; description of
the rayon fibers subcategory.

The provisions of this subpart are ap-
plicable to process wastewater dis-
charges resulting from the manufac-
ture of rayon fiber by the viscose proc-
ess only.

§ 414.21 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best practicable control
technology currently available
(BPT).

Except as provided in 40 CFR 125.30
through 125.32, and in 40 CFR 414.11(i)
for point sources with production in
two or more subcategories, any exist-
ing point source subject to this subpart
must achieve discharges not exceeding
the quantity (mass) determined by
multiplying the process wastewater
flow subject to this subpart times the
concentration listed in the following
table.

Effluent characteristics

BPT effluent
limitations 1

Max-
imum

for
any
one
day

Max-
imum

for
month-
ly av-
erage

BOD5 ........................................................ 64 24
TSS ........................................................... 130 40
pH ............................................................. (2) (2)

1 All units except pH are milligrams per liter.
2 Within the range of 6.0 to 9.0 at all times.

[52 FR 42568, Nov. 5, 1987, as amended at 57
FR 41844, Sept. 11, 1992]

§ 414.22 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best conventional pollut-
ant control technology (BCT). [Re-
served]

§ 414.23 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best available tech-
nology economically achievable
(BAT).

(a) The Agency has determined that
for existing point sources whose total
OCPSF production defined by § 414.11 is
less than or equal to five (5) million
pounds of OCPSF products per year,
the BPT level of treatment is the best
available technology economically
achievable. Accordingly, the Agency is
not promulgating more stringent BAT
limitations for these point sources.

(b) Except as provided in paragraph
(a) of this section and in 40 CFR 125.30
through 125.32, any existing point
source that uses end-of-pipe biological
treatment and is subject to this sub-
part must achieve discharges in accord-
ance with § 414.91 of this part.

(c) Except as provided in paragraph
(a) of this section and in 40 CFR 125.30
through 125.32, any existing point
source that does not use end-of-pipe bi-
ological treatment and is subject to
this subpart must achieve discharges in
accordance with § 414.101 of this part.

§ 414.24 New source performance
standards (NSPS).

(a) Any new source that uses end-of-
pipe biological treatment and is sub-
ject to this subpart must achieve dis-
charges in accordance with § 414.91 of
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